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DOM29 #1, STATION 1+00.0

Dewberry Engineers Inc.
4805 LAKE BROOK DRIVE
SUITE 200
GLEN ALLEN, VA 23060
804.290.7957 (PHONE)
804.290.7928 ( FAX)
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HORIZONTAL SCALE INSTALLATION PLAN
INSTALLATION PLAN NOTES o’ 20’ 40’ DOM 29 INSTALLATION PLAN EARTHWORK CALCULATIONS
e e —
0+00 0+50 1+00 1+50 2+00 2+50 3+00 3+503+75 1. PLAN SHOWN HERE REPRESENTS "INSTALLATION PLAN" FOR CONSTRUCTION. CUT(CY) | FILL(CY) NET (CY) PRELIMINARY
SEE SHEET DOM29-R1 FOR "RESTORATION PLAN" HORIZONTAL SCALE NOT FOR CONSTRUCTION
2. SEE THIS SHEET FOR CORRESPONDING CROSS SECTIONS AND EARTHWORK o o 40 DOM 29 IMPROVEMENT 72 70 2 (CUT) '
CALCULATIONS.
3. THE FREQUENCY OF CROSS SECTION SAMPLES VARIES BETWEEN 100FT AND e INSTALL N. CRANE PAD
50FT SPACING; FREQUENCY IS INCREASED DEPENDING ON THE AMOUNT OF
PROPOSED EARTHWORK AT EACH LOCATION. VERTICAL SCALE AT STR. #189 265 15 250 (CUT) SCALE
4. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE
BASED ON LIDAR DATA PROVIDED BY DOMINION ENERGY. INSTALLS. CRANE PAD
5. PROPOSED GRADING IS DESIGNED WITH 1:1 CUT SLOPES AND 1.5:1 FILL SLOPES
PVI STA =2+95.16 UNLESS OTHERWISE NOTED. ATSTR. #189 176 42 134 (CuUT)
= 0+54109 ~ PYISTA = 1+23.1 PVIELEV =2938.00 6. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
 =2934.00 PV ELEV r 2934.( K'=3/05 ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH. INSTALLATION TOTALS 513 127 386 (CUT)
— K=254 K =2.90 LENGTH = 31"
NGTH = 25

LENGTH = 22' NOTES

1. SEE PLAN & PROFILE FOR CORRESPONDING CROSS SECTION NUMBER AND
ROAD STATION.

2. CROSS SECTIONS SHOWN ON PLANS ARE FOR PURPOSES OF DESIGN,
CONSTRUCTION, AND REVIEW.

3. THE ABOVE CUT/FILL SUMMARY TABLE IS NOT DEPENDENT ON CROSS SECTION
FREQUENCY (l.E. AVERAGE END AREA METHOD). THE CUT/FILL SUMMARY TABLE
IS DEVELOPED BASED ON 3D MODELING (COMPOSITE VOLUMES) OF THE
EXISTING AND PROPOSED GRADES.

4. THE FREQUENCY OF CROSS SECTION SAMPLES VARIES BETWEEN 100FT AND
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| 50FT SPACING: FREQUENCY IS INCREASED DEPENDING ON THE AMOUNT OF
_ EXISTING GRADE \ ! Lo PROPOSED EARTHWORK AT EACH LOCATION.
CL OFFSET RIGHT (8.0') 5. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE 04/19, 21 ARB R REVIEW
\_ PROPOSED GRADE \_ AREAS OF FILL PER DOMINION SITE BASED ON LIDAR DATA PROVIDED BY DOMINION ENERGY.
PREPARATION PERFORMANCE 6. EXCESS MATERIALS SHALL BE STORED IN TEMPORARY STOCKPILE ARAS AS 0 |03/12/21 ARB FOR REVIEW
SPECIFICATIONS (TYP.) SHOWN ON ROAD PLANS FOR CE49. —
7.  SEE DOM29-R1 FOR RESTORATION EARTHWORK CALCULATIONS AND TOTAL No.| DATE | BY | Description
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E&SC LEGEND i Dewberl‘y@

O PROPOSED 12" SILT SOCK
PROPOSED STOCKPILE AREA WITH SUPER SILT FENCE \% X PROPOSED SILT FENCE Dewberry Engineers Inc.
PERIMETER. SOIL STOCKPILES TO BE TEMPORARILY 4805 LAKE BROOK DRIVE
SUITE 200
SEEDED PER VESCH REQUIREMENTS. APPROXIMATELY %X PROPOSED SUPER SILT FENCE SUITE 200 A 23060
10,000 SF AREA. SEE RESTORATION PLAN DOM29-R1 5042907587 (PLIONE,
FOR FINAL STABILIZATION AND GRADING. 804.290.7928 ( FAX)
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EXISTING PROPOSED
ROAD STR. #550/189
PROPOSED STOCKPILE AREA WITH SEAL
SUPER SILT FENCE PERIMETER. SOIL .
STOCKPILES TO BE TEMPORARILY 160 Rﬁgﬂ%ﬁ'ﬁg'ﬁﬂgi
SEEDED PER VESCH REQUIREMENTS. '
APPROXIMATELY 13,000 SF AREA. SEE
RESTORATION PLAN DOM30-R1 FOR SECOND MOUNTAIN TRAL
FINAL STABILIZATION AND GRADING. PROPOSED STOCKPILE AREA WITH SUPER SILT
FENCE PERIMETER. SOIL STOCKPILES TO BE
TEMPORARILY SEEDED PER VESCH REQUIREMENTS.
SUITABLE, CLEARED AREA WITHIN RIGHT OF WAY TO
BE UTILIZED. APPROXIMATELY 40 FT X 120FT AREA.
SEE SITE PLAN FOR SEE RESTORATION PLAN DOM29-R1 FOR FINAL
SEgCI)CI:\lTDUII\\AAORLIJ?\IS;FEIEI?FQEE STABILIZATION AND GRADING. E&SC PLAN
NOT FOR CONSTRUCTION
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SUPER SILT FENCE TO
REMAIN FROM INSTALLATION
PLAN. CONTROL MEASURES
SHALL BE REMOVED ONCE
SITE IS STABILIZED AFTER
RESTORATION (TYP.)

,gbb TEMPORARY STOCKPILE AREAS
’ TO BE RESTORED TO EXISTING
/ CONDITIONS AND RESEEDED
(TYP.)

N T TR
7SS SEE SITE PLAN 2201000ty
<0/ FORDOM30 777 e

BROAD BASED
DRAINAGE DIP WITH
RIP RAP APRON (TYP.)
SEE CONSTRUCTION
DETAIL SHEET C7-05

FR-502 SN

SECOND MOUNTAIN TRAIL

RESTORE ROAD SURFACE BY
DECOMPACTING, REMOVING STONE
SURFACE, AND RESEEDING ROADWAY.
EXCESS MATERIALS SHALL BE DISPOSED
OF IN APPROVED OFF-SITE LOCATIONS.

LIMITS OF
CLEARING (TYP.)

VEHICLE

TURN-AROUND LIMITS OF

DISTURBANCE (TYP.)

PROPOSED
STR. #550/189

CRANE PAD RESTORATION FOR
PERMANENT STABILIZATION.
FILL MATERIAL TO BE INSTALLED
PER DOMINION ENERGY
STANDARDS & SPECIFICATIONS.

INSTALL 8" WIDE ROADWAY FOR
ACCESS TO STR. #550/189

SEE SHEET C7-05 FOR TYPICAL
CROSS SECTION DETAIL FOR
OUTSLOPED ROAD

- 160' TRANSMISSION LINE
RIGHT OF WAY (TYP.)
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RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET DOM29-01
FOR "INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

DOM 29 INSTALLATION PLAN EARTHWORK CALCULATIONS

CUT(CY) | FILL(CY) NET (CY)
DOM 29 IMPROVEMENT| 72 70 2 (cuT)
INSTALL N. CRANE PAD
ATSTR. #189| 265 15 250  (CUT)
INSTALLS. CRANE PAD
ATSTR. #189| 176 42 134 (CUT)
INSTALLATION TOTALS| 513 127 386  (CUT)

DOM 29 RESTORATION PLAN EARTHWORK CALCULATIONS
CUT(CY) | FILL(CY) NET (CY)

RESTORE N. CRANE PAD

ATSTR. #189| 11 272 261  (FILL)
RESTORE S. CRANE PAD

ATSTR. #189| 14 20 6  (FILL)
RESTORATION TOTALS| 25 292 267  (FILL)

FINAL EARTHWORK BALANCE

NET (CY)

DOM 29 INSTALLATION 386 (CUT)
DOM 29 RESTORATION 267  (FILL)
DOM 29 TOTAL 119  (CUT)

EARTHWORK NOTES

1.  EXCESS MATERIALS SHALL BE STORED IN TEMPORARY STOCKPILE AREAS AS SHOWN ON
ROAD PLANS FOR CE49.

2. WHERE ADDITIONAL FILL MATERIAL IS REQUIRED, SUITABLE EXCESS MATERIALS FROM
INSTALLATION AND RESTORATION OF OTHER ROADS WITHIN THE GWNF MAY BE USED.

3. OVERALL EARTHWORK BALANCES FOR CE49 WILL BE PROVIDED IN SUMMARY TABLE.
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